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JE88 and JET750 are the specialty carbon black products of JE series developed by Continental Carbon. Both
possess characteristics of low sieve residue and good dispersibility, providing high reinforcement, abrasion resistance
and flexibility when applying to mechanical rubber goods (MRG), such as fiber, PE and PVC pipes, and shield materials for

cables and wires.

MRG incorporates JEBS resulting great smoothness of product surface, great performance of pigmentation, and fine
color of blackness.
JET750 is more ideal for shield materials for cables and wires owing to its low chlorine content, which helps them be
more anti-aging.

Product Feature

-Low grit content

- Good dispersibility

- Low ash content

- Low moisture content

Preference Use

-Used in fiber, PE & PVC pipes and MRG products
-Shield materials for cables and wires
-Color masterbatch

- Low grit content

- Good dispersibility

- Low ash content

- Low chlorine content
- Low moisture content

e
m/g

- Shield materials for cables and wires
- Used in fiber, PE & PVC pipes and MRG products
- Color masterbatch

JESS JET750
Al Ll TYPICAL VALUE TYPICAL VALUE

ASTM D-6556 41+%5 41+£5
lodine mg/g ASTM D-1510 4315 43+5
DBP ml/100g | ASTM D-2414 12245 122+5
Tint % ASTM D-3265 54+5 54+5
Sieve residue-325mesh (max) | ppm ASTM D-1514 <50 <50
Cl content (max) ppm E‘;::;’ Fluorescence - <150




